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Caterham Seven SV History and Specifications
Following the introduction of the Lotus Seven in 1957, Caterham Cars soon became the renown experts on the Seven and were duly appointed as one of the first Lotus Centres in 1959. Shortly afterwards, Caterham were appointed as the sole concessionaires for the Seven, until, in 1973, the World rights were transferred from Lotus to Caterham Cars.

Today's Caterham Seven has a timeless classic appeal. Over the past 43 years of Seven production, the dimensions of this unique car have stayed true to the original Chapman design. Introducing a new model - the Caterham Seven Roadsport SV will allow a greater range of drivers to enjoy Caterham Motoring. As a result of customer feedback this model has been developed on an increased dimension cockpit - an extra 80mm in length and 110mm in width. 

Construction:
Tubular space frame with aluminum honeycomb cockpit side impact protection.
Aluminum body panels with composite nose cone and wings.
Dimensions:
Wheelbase: 2,305mm (90.7in), Front track: 1,446mm (56.9in), Rear track: 1,446mm (56.9in),
Overall length: 3,460mm (136.2in), Overall width: 1,685mm (66.3in), Height (hood up): 1,115mm (44.0in),
Weight (approx.): 575kg (1268lb), Ground clearance: 110mm (4.3in), Turning circle: 10m
Supersport (Widetrack) Double Wishbone Front Suspension with Anti-Roll Bar (Cycle wings only) 
- 9" Front and Rear Disc Brakes 
- De Dion Rear Axle Located by Lower A-Frame & Upper Radius Arms including Watts Linkage 
- Alloy Radiator 


-16" 5-Spoke Alloy Wheels and Tires  
- Spare Wheel and Carrier 
- R500 Style Standard SV Roll-Over Bar 
- Aluminum Radiator 
- Heated Windscreen and Wipers 
- Full Weather Equipment and Boot Cover 
- Inertia Reel Seat Belts 
- Fresh Air Heater 
- 280mm Leather Momo Steering Wheel  
- SV Leather Tunnel Top 
- Brushed Aluminum Body 

Drivetrain:


2.0l Ford Zetec with Ford Sierra close ratio five-speed transmission
The Seven America Zetec Supersport package includes; custom aluminum bellhousing, engine mounts, cast aluminum sump with baffle and windage tray, kit-ready engine wiring harness, one-piece throttle body fuel injection manifold, fully PC programmable direct fire ignition/F.I. control unit with mounting hardware, high performance street cams with fully adjustable vernier pulley set, spun aluminum air trumpets, ITG half-round high-performance air filter, annular clutch slave cylinder & release bearing with hardware, 9" clutch, 9.5 lb aluminum flywheel, front O2 sensors, alternator, starter, water pump, coolant tubes & hoses, all necessary sensors, and mounting hardware

Displacement: 1988cc
# of Cylinders: 4 in-line
Bore: 84.80mm
Stroke: 88.00mm
Compression ratio: 10.5:1
Valves: 16
Camshaft: DOHC
Ignition: Fully PC Programmable Direct Fire
Firing Order: 1-3-4-2
Fuel: Premium Unleaded 92 Octane
Fuel System: Throttle Body Fuel Injection
Maximum RPM: 7,500rpm
Maximum power: 202bhp @ 6,800rpm
Maximum torque: 165lbs/ft @ 5,000rpm

CATERHAM USA

Inspection Specifications for Caterham Seven SV

STEERING

· Steering wheel
Momo  280mm diameter

· Column
2-piece collapsible

· Lash
less than 5mm at the steering wheel

· Travel
2.2 turns lock to lock

· Linkage:

· Tie Rods
Caterham

· Drag Link
DNA

· Pitman Arm
DNA

· Idler Arm
DNA

· Rack & Pinion
Caterham

· Steering Box
DNA

· Power Steering
DNA

ALIGNMENT
· Toe In/Out
zero degrees 20 minutes +/-10 minutes toe in

· Real Wheel Align
zero degrees 30 minutes +/-15 minutes toe in

SUSPENSION
· Ball Joints or King Pins:
free play is .09 inches measured at the wheel

· Struts
DNA

· Wheel Bearings
tapered roller

· Springs/Shackles
Caterham coil

· Torsion Bars
DNA

· Stablilizer
DNA

· Control Arm
Caterham upper and lower a-arms

· Shocks
Bilstein gas 

BRAKES

· Hydraulic System
Standard

· Master Cylinder
Girling dual circuit

· Wheel Cylinders
Front girling 2-piston, rear girling single piston

· Drum / Disc
front and rear disc

· Discard reading of brake rotors     Minimum disk thickness is 8.3mm
· Lining/Pads
Mintex 3441 

· Booster System
DNA

· Parking Brake
Cable-type operating rear brakes

· Mechanical Components   

WHEELS / TIRES

· LF
K&N 16x7.5” rim with Avon 205/45-16 tire

· RF
“”

· LR
“”

· RR
“”

FUEL SYSTEM

· Tank
Caterham sealed-type with vapor recovery

· Cap
Sealed 

· Tubing
High-pressure fuel hose

· Accelerator
foot-operated via cable

EXHAUST SYSTEM

· Muffler
Caterham stainless steel in-unit with catalyst

· Any Piping
Caterham stainless steel

· Manifold
Caterham stainless steel

BUMPERS

· Front
DNA

· Rear
DNA

FENDERS

· 
Caterham fiberglass

· 
Caterham fiberglass

LIGHTS

· Turn signals – self cancel?  Manual canceling turn signal w/flasher, amber

· Back Up
Transmission-switch operated clear

· High Beam Indicator
Blue light on dash

· Stop
Red Britax, manual switch at brake master

· Tail
Red Britax

· Park
Amber front, red rear

· Side Marker
DNA

· Reflector
Rear, each side, center of cluster, Britax

· Tag
Center rear

· Dash
All gauges, switches

· Clearance
DNA

· ID Lamp
Center rear

· Adjusters
Bucket swivel type, requires loosening of mount

· Fog/Aux/Height/Aim
DNA

· Headlights
Halogen, non-sealed type

ELECTRICAL SYSTEM

· Horn
Dual

· Switches/Wiring
Caterham

· Neutral Safety Switch
DNA (manual only)

· Battery
Banner

MIRRORS

· Interior
Windscreen mounted rear view

· Exterior
Side-screen mounted rear view

GLAZING

· Driver Door Window
DNA

· Windshield
Heated, double glazed safety

WIPERS

· Arms / Blades
Spring-type, 11”

· Park Position
Left-hand side

· Controls
Dash-mounted switch

HOOD / CATCHES

· Indicate location
4, external, 2 over-center, 2 hooks

DOOR HANDLE LATCHES

· Indicate Location
DNA, side-screens onle

FLOOR / TRUNK PANS

· Indicate location
Aluminum sheet or honeycomb

SPEEDOMETER / ODOMETER

· 
Electric, speed sensor driven at transmission

DRIVERS SEAT

· Mounting
Bolts, fender washers and nyloc nuts

· Operation
Manual

SAFETY BELTS

· Front
3, 4 or 6 point inertial reel or harness type

· Rear
DNA

MOTOR MOUNTS

· Indicate Location
Interlocking steel/rubber type, each side

GEAR SHIFT INDICATOR

· Position
DNA (manual only)

UNIVERSAL & CV JOINTS

· Universal
2 universal joints on drive shaft

· Constant Velocity
4 constant velocity on axle shaft (2 each side)

EMISSIONS

· Catalytic Converter
Kemira 80850 9909501

· Fuel Filter
GM high pressure

· Positive Crankcase
Ford 

· Air Injection
DNA

· Gas Recirculation
DNA

· Evaporate Emission
Caterham/Rover
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